
Bread Making Machine
Related Equipment

EASY TO MAKE LONG BAGUETTE & LARGE LOAF BREAD

Variety Molder
 with Motor Driven Press Board

VR511

●  Automated forming with the Variety Molder makes 
production more efficient by saving TIME and LABOR cost

●  "Motorized Belt" Press Board increases revolutions in an 
effective way to make a variety of high-quality bread sizes 
with variable tensions

The divided dough is sheeted and formed into perfect rolls, when connected to 
the Rheon V4-Twin Divider. A wide variety of shapes and sizes can be achieved; 
such as Baguettes, Demi Baguette, Loaf & Pan Breads, by continuously rolling the 
dough to the desired length and width.
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Example Layout
Line can make a variety of breads including ciabatta, 
loaf bread, and boule (round shape)

Variety Molder 
with Motor Driven Press Board

Punch Rounder V4-Twin Divider
VX222

Dimensions
(Unit : mm)

Specifications
VR511
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Motor Driven Press Board Molder
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＊All electric parts are UL approved.　＊Designed to meet FDA regulations.

1-Row 2-Row

❸Motor Driven Press Board❷Curl Net❶Molder

Belt speed differential between Press Board and Variety 
Molder creates efficient roll forming in a short distance

Motor Driven Press Board Production Image

Product Variations

Variety Molder No.2 Belt Direction
Belt Speed: 75m/min (Max)

Press Board Belt Direction
Belt Speed: 75m/min (Max)

Dough Flow


